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OZET

METRO TUNELIi- ZEMIN-TEMEL ETKILESIMINDE OGE
RIJITLIKLERININ ROLU

Biiyiik sehirlerde artan niifus yogunlugu, beraberinde bir¢ok sorunu getirmektedir.
Bunlarin baginda ulagim sorunu gelmektedir. Giiniimiizde, ulagim sorununun en etkili
¢coziimi ise rayli ulasim sistemleridir. Diinyada en yaygin kullanilan rayli sistem ise
metro sistemleridir. Metro sistemleri, mevcut yapilasmanin oldugu alanlarda trafigin
yeraltina tasinabilmesi nedeniyle tercih edilmektedir. Ancak yapilacak olan tiinel
kazilar1 beraberinde sorunlar da getirmektedir. Tiinel kazilarinin, mevcut durumda
bulunan yapilarda olusturabilecegi hasarin Onlenebilmesi icin tiinel iginde ve
ylizeyde olusturacagi deformasyonlarin limit degerler icinde kalmasi son derece

onemlidir.

Bu calismada; sonlu eleman yonteminin kullanimiyla TBM ile agilan tlinel kazisinin,
mevcut durumda olan bina temelinde olusturdugu deformasyonlar, tiinel hatti
tizerinde insa edilecek olan binalarin tiinelde olusturdugu deformasyonlara etki eden
parametrelerin hassaslik analizi yardimiyla bulunmasi hedeflenmistir. Sistem
ozelliklerinin degistirilmesiyle en olumsuz kosullar irdelenmistir. Modeller sonlu

elemanlar yazilimi ile olusturulup, analizleri gergeklestirilmistir.
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ABSTRACT

THE ROLE OF ITEMS METRO TUNNEL-SOIL-FOUNDATION
INTERACTION

Increasing population in the big cities creates municipal problems such as
transportation problems and traffic congestion. Underground rail transport has been
accepted as the best solution to these problems. Subways are the most common urban
railway system around the world which transfer the traffic under the existing
settlement. On the other hand, it is known that excavation for tunnels can create
many problems during construction. In order to prevent the damage to the existing
structures, deformation of the surface and of the tunnels should be within acceptable

limits.

The software Plaxis using the finite element method has been employed in this study
to analyse the interaction of tunnel with the soil and the structure above. Sensitiviy
analysis has been performed to find the most sensitive parameter for the deformation

of TBM tunnel and surface settlements.
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